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SÂRME MIG/MAG (GMAW)

SÂRME DIN OȚEL ALIAT

Weld G3Si1

A copper coated, G3Si1 solid wire for GMAW of all general structural and engineering unalloyed and low-alloyed carbon-manganese steels. The electrode may be
welded with either a gas mixture or with pure CO2 as the shielding gas.

Classifications Weld Metal EN ISO 14341-A : G 38 2 C1 3Si1
EN ISO 14341-A : G 42 3 M21 3Si1

Classifications Wire Electrode SFA/AWS A5.18 : ER70S-6
EN ISO 14341-A : G 3Si1

Aprobări CE EN 13479
DB 42.039.39
NAKS/HAKC 1.2MM
VdTÜV 13038

Aprobările depind de locul unde este amplasată fabrica. Pentru mai multe informații, vă rugăm să contactați ESAB.

Tipul aliajului Carbon-manganese steel  (Mn/Si-alloyed)

Gaz de protecție M21, C1 (EN ISO 14175)

Proprietăți de tracțiune tipice

Condiţie Limită de curgere Rezistenţă la întindere Alungire

EN 80Ar/20CO2 (M21)

În stare sudată 470 MPa 560 MPa 26 %

Proprietăți Charpy  V

Condiţie Temperatură de testare Valoare de impact

EN 80Ar/20CO2 (M21)

În stare sudată -30 °C 70 J

Typical Wire Composition %

C Mn Si

0.078 1.46 0.85

Date depunere

Diametru Amperi Volţi Viteza de avans a sârmei Viteză de depunere

0.8 mm 60-180 A 18-22 V 3.2-11.0 m/min 0.8-2.6 kg/h

1.0 mm 80-250 A 18-30 V 2.7-13.0 m/min 1.0-4.8 kg/h

1.2 mm 120-330 A 18-34 V 2.3-13.0 m/min 1.3-6.9 kg/h

Parametri de sudură

Diametrul sârmei

1.6 mm
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